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A method and a system of using vibration signatures for
pairing two devices. The method and the system include an
apparatus that has a master side and a slave side. The slave
side has at least one frictional structure. A first device is
inserted into the master side. When a second device is
inserted through the slave side, a pattern of vibration is
generated. Vibration detecting devices on the first and sec-
ond devices detect the pattern of vibration. A program of the
first device validates a master vibration signature and con-
figures the first device as a master device. A program of the
second device validates a slave vibration signature and
configures the second device as a slave device. The master
device and the slave device are automatically paired.
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METHOD AND SYSTEM USING VIBRATION
SIGNATURES FOR PAIRING MASTER AND
SLAVE COMPUTING DEVICES

FIELD OF THE INVENTION

The present invention relates generally to pairing two
computing devices, and more particularly to a method and a
system of using vibration signatures for pairing two com-
puting devices.

BACKGROUND

In pairing two computing devices, such as pairing screens
of two tablets, a general method may take multiple steps and
minutes to set up through human-software interactions. It
may need to open “settings”, set a “pairing mode” on a first
device, set a “pairing mode” on a second device, set a first
device as a mater device and a second device as a slave
device, and put the two devices side-by-side. All of these
steps are manually done.

SUMMARY

Embodiments of the present invention provide a method
of using vibration signatures for pairing two devices. The
method comprises following steps: providing an apparatus
that has a master side and a slave side that has at least one
frictional structure; inserting a first device into the master
side; generating a pattern of vibration while inserting a
second device through the slave side; detecting the pattern of
vibration by a vibration detecting device of the first device
and by a vibration detecting device of the second device;
validating a master vibration signature by a first program on
the first device and a slave vibration signature by a second
program on the second device; configuring the first device as
a master device by the first program and configuring the
second device as a slave device by the second program. The
master device and the slave device are automatically paired.

Embodiments of the present invention provide a system of
using vibration signatures for pairing two devices. The
system comprises an apparatus that comprises a master side
and a slave side. The slave side has at least one frictional
structure. The system further comprises a first device and a
second device. The first device is inserted into the master
side of the apparatus. The second device and the slave side
generate a pattern of vibration when the second device is
inserted through the slave side of the apparatus. The first
device comprises a first vibration detecting device and the
second device comprises a second vibration detecting
device, for detecting the pattern of vibration. The first device
further comprises a first program for validating a master
vibration signature and configuring the first device as a
master device. The second device further comprises a sec-
ond program for validating a slave vibration signature and
configuring the second device as a slave device.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 shows diagrams illustrating a first exemplary
apparatus of using vibration signatures for pairing master
and slave devices, in accordance with an embodiment of the
present invention.

FIG. 2 shows diagrams illustrating a second exemplary
apparatus of using vibration signatures for pairing master
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and slave devices, in accordance with an exemplary embodi-
ment of the present invention.

FIG. 3 shows diagrams illustrating a third exemplary
apparatus of using vibration signatures for pairing master
and slave devices, in accordance with an exemplary embodi-
ment of the present invention.

FIG. 4 shows diagrams illustrating a master device and a
slave device, in accordance with an exemplary embodiment
of the present invention.

FIG. 5 is a flowchart illustrating a method of using
vibration signatures for pairing two devices, in accordance
with an exemplary embodiment of the present invention.

DETAILED DESCRIPTION

FIG. 1 shows diagrams illustrating a first exemplary
apparatus, apparatus 100, which is used for pairing master
device 115 and slave device 125, in accordance with an
embodiment of the present invention. In the embodiment,
master device 115 and slave device 125 are portable com-
puting devices such as tablets. Apparatus 100 comprises two
sides: master side 110 and slave side 120. Slave side 120 has
teeth 122 so as to generate a certain vibration pattern when
slave device 125 is slid into slave side 120. In FIG. 1, dashed
arrow line 130 shows the motion of sliding slave device 125
through slave side 120. However, master side 110 is without
teeth.

FIG. 2 shows diagrams illustrating a second exemplary
apparatus, apparatus 200, which is used for pairing master
device 215 and slave device 225, in accordance with an
embodiment of the present invention. In the embodiment,
master device 215 and slave device 225 are portable com-
puting devices such as tablets. Apparatus 200 comprises two
sides: master side 210 and slave side 220. Slave side 220 has
a surface with a rough texture. In FIG. 2, dashed arrow line
230 shows the motion of sliding slave device 225 into slave
side 220. When slave device 225 is slid through slave side
220, a certain vibration pattern is generated due to the
friction between the rough texture on slave side 220 and
slave device 225. Master side 210 has no rough texture.

FIG. 3 shows diagrams illustrating a third exemplary
apparatus, apparatus 300, which is used for pairing master
device 315 and slave device 325, in accordance with an
embodiment of the present invention. In the embodiment,
master device 315 and slave device 325 are portable com-
puting devices such as tablets. Apparatus 300 is a connector
for master device 315 and slave device 325. Master device
315 is inserted into a master side which has dampened
surfaces 310. Slave device 325 is inserted into a slave side
which has surfaces with friction points 320. When slave
device 325 is inserted through the slave side, a certain
vibration pattern is generated due to the friction between
surfaces with friction points 320 and slave device 325.

FIG. 4 shows diagrams illustrating master device 410 and
slave device 420, in accordance with an exemplary embodi-
ment of the present invention. In the exemplary embodi-
ment, master device 410 and slave device 420 are portable
computing devices such as tablets. Master device 410 com-
prises vibration detecting device 411 and slave device 420
comprises vibration detecting device 421. In the exemplary
embodiment, vibration detecting device 411 or vibration
detecting device 421 is an accelerometer. The sampling rate
of the accelerometer is around 50-100 samples per second
(or Hertz). At this sampling rate, when a slave device (such
as slave device 125 shown in FIG. 1) is slid in a slave side
(such as slave side 120 shown in FIG. 1) of an apparatus
(such as 100 shown in FIG. 1) within 0.25-2 seconds, the
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accelerometer gets 20-150 samples to compare. The quantity
of the samples is more than enough for a distinguishable
vibration signature. Vibration detecting device 421 on slave
device 420 detects directly a pattern of the vibration due to
the friction between the slave device and the apparatus.
Vibration detecting device 411 on master device 410 detects
the same pattern of the vibration, but the amplitude of the
vibration detected by vibration detecting device 411 is a
fraction of the amplitude detected by vibration detecting
device 421. In another embodiment, the vibration can be
detected by a microphone. The audio sampling rate is
generally above 44,000 samples per second (or Hertz);
therefore, the microphone can distinguish a vibration signa-
ture. With higher audio sampling rate, the choice of mate-
rials and shapes of apparatus 100, 200, and 300 (shown in
FIGS. 1, 2, and 3, respectively) can be more flexible.

Referring to FIG. 4, master device 410 further comprises
pairing program 413. Vibration signature analysis module
415 is included in pairing program 413. In another embodi-
ment, vibration signature analysis module 415 may be a
stand-alone program separated from pairing program 413.
Slave device 420 further comprises pairing program 423.
Vibration signature analysis module 425 is included in
pairing program 423. In another embodiment, vibration
signature analysis module 425 may be a stand-alone pro-
gram separated from pairing program 423.

Vibration signature analysis module 415 on master device
410 validates a master vibration signature, in response to
receiving the pattern of vibration with relatively lower
amplitude detected by vibration detecting device 411. In
response to that the master vibration signature is validated
by vibration signature analysis module 415, pairing program
413 configures master device 410 as a master device.
Vibration signature analysis module 425 on slave device 420
validates a slave vibration signature, in response to receiving
the pattern of vibration with relatively higher amplitude
detected by vibration detecting device 421. In response to
that the slave vibration signature is validated by vibration
signature analysis module 425, pairing program 423 con-
figures slave device 420 as a slave device. Finally, master
device 410 and slave device 420 are paired by pairing
programs 413 and 423. For example, when two tablets are
paired for screen extending, a screen extending program
functions as pairing program 413 or 423.

FIG. 5 is a flowchart illustrating a method of using
vibration signatures for pairing two devices, in accordance
with an exemplary embodiment of the present invention. In
the method, an apparatus for pairing two devices is used.
The apparatus has a master side and a slave side. The
examples of apparatus are apparatus 100 shown in FIG. 1,
apparatus 200 shown in FIG. 2, and apparatus 300 shown in
FIG. 3.

Step 501 of the method is to slide a first device into the
master side of the apparatus. In the exemplary embodiment,
the first device is a portable computing device such as a
tablet. The master side does not have teeth 122 shown in
FIG. 1, the rough texture shown in FIG. 2, or friction points
320 shown in FIG. 3. For example, master device 115 is slid
into master side 110 of apparatus 100 (shown in FIG. 1),
master device 215 is slid into master side 210 of apparatus
200 (shown in FIG. 2), or master device 315 is slid into
master side 310 of apparatus 300 (shown in FIG. 3).

Step 502 of the method is to generate a certain pattern of
vibration during sliding a second device through the slave
side of the apparatus. In the exemplary embodiment, the
second device is a portable computing device such as a
tablet. The slave side has teeth 122 shown in FIG. 1, the
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rough texture shown in FIG. 2, or friction points 320 shown
in FIG. 3. In the first example, when slave device 125 is slid
through slave side 120 of apparatus 100 and moves against
teeth 122 on slave side 120 (as shown in FIG. 1), a certain
pattern of vibration is generated. In the second example,
when slave device 225 is slid through slave side 220 of
apparatus 200 and moves against rough texture on slave side
120 (as shown in FIG. 2), a certain pattern of vibration is
generated. In the third example, when slave device 325 is
slid through apparatus 300 and moves against friction points
320 (as shown in FIG. 3), a certain pattern of vibration is
generated.

At step 503, the first device detects the pattern of the
vibration. Substantially at the same time, at step 504, the
second device detects the pattern of the vibration. The first
and the second devices detect the pattern of the vibration
with vibration detecting device 411 and vibration detecting
device 421 (shown in FIG. 4), respectively. Vibration detect-
ing device 411 or vibration detecting device 421 is an
accelerometer. In another embodiment, vibration detecting
device 411 or vibration detecting device 421 is a micro-
phone. Both vibration detecting device 411 and vibration
detecting device 421 detect the same pattern of the vibration.
The first device receives relatively lower amplitude of the
vibration; however, because the friction between the second
device the apparatus is directly detected by the second
device, the second device receives relatively higher ampli-
tude of the vibration.

At step 505, the first device validates a master vibration
signature. In the exemplary embodiment, step 505 is imple-
mented by vibration signature analysis module 415 in pair-
ing program 413 (shown in FIG. 4). Substantially at the
same time, at step 506, the second device validates a slave
vibration signature. In the exemplary embodiment, step 506
is implemented by vibration signature analysis module 425
in pairing program 423 (shown in FIG. 4). The relatively
lower amplitude of the vibration is used as the master
vibration signature, and the relatively higher amplitude of
the vibration is used as the slave vibration signature.

At step 507, a pairing program (such as pairing program
413 shown in FIG. 4) on the first device configures the first
device as a master device. Substantially at the same time, at
step 508, a pairing program (such as pairing program 423
shown in FIG. 4) on the second device configures the second
device as a slave device.

At step 509, the pairing programs on the first device and
the second program (such as pairing program 413 and
pairing program 423) pairs the first device as the master
device and the second device as the slave device. For
example, the pairing programs are screen extending pro-
grams and screens of two tablets are paired.

As will be appreciated by one skilled in the art, aspects of
the present invention may be embodied as a system, method,
or computer program product. Accordingly, aspects of the
present invention may take the form of an entirely hardware
embodiment, an entirely software embodiment (including
firmware, resident software, micro-code, etc.), or an
embodiment combining software and hardware aspects that
may all generally be referred to herein as a “circuit”,
“module”, or “system”. Furthermore, aspects of the present
invention may take the form of a computer program product
embodied in one or more computer readable medium(s)
having computer readable program code embodied thereon.

Any combination of one or more computer readable
medium(s) may be utilized. The computer readable medium
may be a computer readable signal medium or a computer
readable storage medium. A computer readable storage
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medium may be, for example, but not limited to, an elec-
tronic, magnetic, optical, electromagnetic, infrared, or semi-
conductor system, apparatus, or device, or any suitable
combination of the foregoing. More specific examples (a
non-exhaustive list) of the computer readable storage
medium would include the following: an electrical connec-
tion having one or more wires, a portable computer diskette,
a hard disk, a random access memory (RAM), a read-only
memory (ROM), an erasable programmable read-only
memory (EPROM or Flash memory), an optical fiber, a
portable compact disc read-only memory (CD-ROM), an
optical storage device, a magnetic storage device, or any
suitable combination of the foregoing. In the context of this
document, a computer readable storage medium may be any
tangible medium that can contain, or store a program for use
by or in connection with an instruction execution system,
apparatus, or device.

A computer readable signal medium may include a propa-
gated data signal with computer readable program code
embodied therein, for example, in baseband or as part of a
carrier wave. Such a propagated signal may take any of a
variety of forms, including, but not limited to, electro-
magnetic, optical, or any suitable combination thereof. A
computer readable signal medium may be any computer
readable medium that is not a computer readable storage
medium and that can communicate, propagate, or transport
a program for use by, or in connection with, an instruction
execution system, apparatus, or device.

Program code embodied on a computer readable medium
may be transmitted using any appropriate medium includ-
ing, but not limited to, wireless, wireline, optical fiber cable,
RF, etc., or any suitable combination of the foregoing.

Computer program code for carrying out operations for
aspects of the present invention may be written in any
combination of one or more programming languages,
including an object oriented programming language such as
Java®, Smalltalk, C++ or the like, and conventional proce-
dural programming languages, such as the “C” program-
ming language or similar programming languages. The
program code may execute entirely on the user’s computer,
partly on the user’s computer, as a stand-alone software
package, partly on the user’s computer and partly on a
remote computer, or entirely on the remote computer or
server. In the latter scenario, the remote computer may be
connected to the user’s computer through any type of
network, including a local area network (LAN) or a wide
area network (WAN), or the connection may be made to an
external computer (for example, through the Internet using
an Internet Service Provider).

Aspects of the present invention are described below with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems), and computer program prod-
ucts according to embodiments of the invention. It will be
understood that each block of the flowchart illustrations
and/or block diagrams, and combinations of blocks in the
flowchart illustrations and/or block diagrams, can be imple-
mented by computer program instructions. These computer
program instructions may be provided to a processor of a
general purpose computer, special purpose computer, or
other programmable data processing apparatus to produce a
machine, such that the instructions, which execute via the
processor of the computer or other programmable data
processing apparatus, create means for implementing the
functions/acts specified in the flowchart and/or block dia-
gram block or blocks.

These computer program instructions may also be stored
in a computer readable medium that can direct a computer,
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other programmable data processing apparatus, or other
devices to function in a particular manner, such that the
instructions stored in the computer readable medium pro-
duce an article of manufacture including instructions which
implement the function/act specified in the flowchart and/or
block diagram block or blocks.

The computer program instructions may also be loaded
onto a computer, other programmable data processing appa-
ratus, or other devices to cause a series of operational steps
to be performed on the computer, other programmable
apparatus, or other devices to produce a computer imple-
mented process such that the instructions which execute on
the computer or other programmable apparatus provide
processes for implementing the functions/acts specified in
the flowchart and/or block diagram block or blocks.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods, and computer pro-
gram products according to various embodiments of the
present invention. In this regard, each block in the flowchart
or block diagrams may represent a module, segment, or
portion of code, which comprises one or more executable
instructions for implementing the specified logical
function(s). It should also be noted that, in some alternative
implementations, the functions noted in the block may occur
out of the order noted in the figures. For example, two blocks
shown in succession may, in fact, be executed substantially
concurrently, or the blocks may sometimes be executed in
the reverse order, depending upon the functionality
involved. It will also be noted that each block of the block
diagrams and/or flowchart illustration, and combinations of
blocks in the block diagrams and/or flowchart illustration,
can be implemented by special purpose hardware-based
systems that perform the specified functions or acts, or
combinations of special purpose hardware and computer
instructions.

What is claimed is:
1. A method of using vibration signatures for pairing two
devices, comprising the steps of:
providing an apparatus having a master side and a slave
side, the slave side having at least one frictional struc-
ture to generate a pattern of vibration;
inserting a first device into the master side;
generating the pattern of vibration while inserting a
second device through the slave side;
detecting, by a vibration detecting device of the first
device and by a vibration detecting device of the
second device, the pattern of vibration;
validating a master vibration signature by a first program
on the first device and a slave vibration signature by a
second program on the second device;
configuring the first device as a master device by the first
program and the second device as a slave device by the
second program; and
wherein the master device and the slave device are
automatically paired.
2. The method of claim 1, wherein the at least one
frictional structure is rough texture.
3. The method of claim 1, wherein the at least one
frictional structure is a structure of teeth.
4. The method of claim 1, wherein the at least one
frictional structure is a structure of friction points.
5. The method of claim 1, wherein the vibration detecting
device of the first device or the vibration detecting device of
the second device is an accelerometer.
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6. The method of claim 1, wherein the vibration detecting
device of the first device or the vibration detecting device of
the second device is a microphone.

7. The method of claim 1, wherein the first device detects
a lower amplitude of the pattern of vibration and the second
device detects a higher amplitude of the pattern of vibration.

8. The method of claim 1, wherein the master vibration
signature is a lower amplitude of the pattern of vibration and
the slave vibration signature is a higher amplitude of the
pattern of vibration.

9. The method of claim 1, wherein the first device or the
second device is a tablet.

10. A system of using vibration signatures for pairing two
devices, comprising:

an apparatus comprising a master side and a slave side,
the slave side having at least one frictional structure to
generate a pattern of vibration;

a first device, the first device being inserted into the
master side;

a second device, the second device and the slave side
generating the pattern of vibration while the second
device is being inserted through the slave side;

the first device comprising a first vibration detecting
device, the first vibration detecting device detecting the
pattern of vibration;

the second device comprising a second vibration detecting
device, the second vibration detecting device detecting
the pattern of vibration;

5

10

15

20

25

8

the first device comprising a first program for validating
a master vibration signature and configuring the first
device as a master device; and

the second device comprising a second program for

validating a slave vibration signature and configuring
the second device as a slave device.

11. The system of claim 10, wherein the at least one
frictional structure is rough texture.

12. The system of claim 10, wherein the at least one
frictional structure is a structure of teeth.

13. The system of claim 10, wherein the at least one
frictional structure is a structure of friction points.

14. The system of claim 10, wherein the first vibration
detecting device or the second vibration detecting device is
an accelerometer.

15. The system of claim 10, wherein the first vibration
detecting device or the second vibration detecting device is
a microphone.

16. The system of claim 10, wherein the first device
detects a lower amplitude of the pattern of vibration and the
second device detects a higher amplitude of the pattern of
vibration.

17. The system of claim 10, wherein the master vibration
signature is a lower amplitude of the pattern of vibration and
the slave vibration signature is a higher amplitude of the
pattern of vibration.

18. The system of claim 10, wherein the first device or the
second device is a tablet.

#* #* #* #* #*



